Failure Condition Display Code Table

NO Trouble Item Display LED Trouble Contents
1 | lcemaker Sensor Error R-1-@ Icemaker Sensor part error
2 | Refrigerator Sensor Error R-1-(® Refrigerator Sensor part error
3 | Refrigerator Defrost Sensor Error R-1-© Refrigerator Defrost Sensor part error
4 | Refrigerator Fan Error R-1-@ Refrigerator inner part error
5 | lcemaker error R-1-® Icemaker operation error
6 | Refrigerator Defrost Heater Error R-1-@ Refrigerator defrost part error
7 | Ambient Sensor Error F-1-@ External Sensor part error
8 | Freezer Sensor Error F-1-® Freezer Sensor part error
9 | Freezer Defrost Sensor Error F-1-© Freezer Defrost Sensor part error
10 | Freezer Fan Error F-1-@ Freezer inner fan motor part error
11 | Condenser Fan Error F-1-® Machine room fan motor part error
12 | Ice Room Sensor Error F-1-® Ice Room Sensor part error
13 | Freezer Defrost Heater Error F-1-©@ Freezer Defrost part error
14 | Ice Room Fan Error F-10-® | Ice Room inner fan motor part error
15 | Pantry Damper Heater Error R-10-@ | Damper Heater open/wire error
16 | Pantry Sensor Error R-10-® | Pantry Room Sensor part error
17 | Panel-Main Micom Error F-10-@ | Panel-Main Micom communication error
18 [ L-M Communication Error F-10-® | LOAD-Main Micom communication error
19 | Water Tank Heater Error R-10-@ | Water Tank Heater open/wire error
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Load Condition Displays

To access the load condition display, press ENERGY SAVER and ALARM/LIGHT pads simultaneously for 6
seconds. The display will beep and start to flash. Immediately remove fingers from previous pads and press
the ADJUST REFRIGERATOR pad. The load condition mode will then be energized.
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Segments of the figure “8"s will blink on and off corresponding to the loads that the main board has
energized.

Note: Just because the board has a load energized does not mean that the component is functioning.
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Load Condition Display Code Table

Display LED Display Contents Operation Contents
; : When fresh food compartment fan high operates,
R-1-@ Refrigerator Fan High applicable LED ON
. When fresh food compartment fan low operates,
R-1-® Refrigerator Fan Low applicable LED ON
R1-© Refrigerator Defrost When fresh food compartment defrost heater operates,
) Heater applicable LED ON
R-1-@ Start Mode Initial power ON refrigerator, applicable LED ON
& When ambient temperature is more than 93°F (34°C),
R-1-® Overload Condition applicable LED ON
R-1-( Low Temperature When ambient temperature is less than 72°F (22°C),
Condition applicable LED ON
3 When ambient temperature is between 73°F (23°C) and
F-1-@@® ALL LED OFF | Normal Condition 91°F (33°C), applicable LED ON
R-1-©@ Exhibition Mode Display mode, applicable LED ON
F-1-@ Compressor When compressor operates, applicable LED ON
s When freezer compartment fan high operates,
F-1-® Freezer Fan High applicable LED ON
When freezer compartment fan low operates,
F-1-© Freezer Fan Low applicable LED ON
When freezer compartment defrost heater operates,
F-1-@ Freezer Defrost Heater applicable LED ON
R-10-® Condenser Fan High When condenser fan high operates, applicable LED ON
R-10-(®) Condenser Fan Low When condenser fan low operates, applicable LED ON
F-10-@ French Heater When french heater operates, applicable LED ON
F-1- @ Dispenser Heater When dispenser heater operates, applicable LED ON
F-10-@ Water Tank Heater When water tank heater operates, applicable LED ON
F-10-@ Ice Room Fan High Ice | When ice room fan high operates, applicable LED ON
F-10-® Ice Room Fan Low When ice room fan low operates, applicable LED ON
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